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510 x 550 x 480 mm
29 kg
130 min
8 aluminum
52 000 m³ /h
Honda GP 160 3.6 Kw

DIMENSIONS
WEIGHT

AUTONOMY
BLADES

AIRFLOW
MOTOR

Technical Information

Characteristics
- Easy to install.

- The most compact and lightweight in its class.

- Long autonomy of 130 minutes.

- Its design makes it easier to carry.

- Very easy to store in any type of vehicle.

- Large protective shell.

- Extending inclination range for an optimum approaching flow of the 
ventilation opening.

- Foot operated tilt device for a quick adjustment of the fan.

MACH 52

SCORPE Technologies
Le hameau de la sucrerie

5 route de Laon
08190 Saint-Germainmont

France

We take better care of you
scorpe.net

Sales service :
+33 (0)3 24 73 00 08

After Sales :
sav@scorpe.eu
+33 (0)3 24 73 00 02

1/ Water spray system
60 lpm & 7 Bar, magnetic grip to front protective 
grid

2/ Water spray system
200 lpm & 7 Bar, magnetic grip to front protective 
grid

3/ High expansion foam equipment, with 4 straps 
to fix it on the fan. 

4/ Smooth conduit D. 490 mm and 20 meters, to 
combine with foam equipment

5/ Duct attachment coupling to foam equipment

6/ Ventilation hose D. 450 mm and 5 meters, 
yellow, mounted on a tip with a strap to fix on the 
fan.

7/ Protective lining

Optional accessories


